SARATOGA COUNTY SEWER DISTRICT #1
RESERVES THE RIGHT, AT OUR DISCRETION, TO
CHANGE, MODIFY, ADD OR REMOVE PORTIONS

OF THESE DETAIL SPEC'S AT ANY TIME

TYP. FORT MILLER BOOT
OR APPROVED EQUAL.

NEW PVC SDR—21 or SDR—-26
SUP COUPLINGS

PROVIDE SMOOTH CHANNELS IN

CONCRETE BASE WITH GRADUAL
SIZE TRANSITIONS. BENCH WALLS
AND NEW CHANNEL TO BE CONSTRUCTED
OF 4000 PSI AIR—ENTRAINED CONCRETE.

30" 1.D. MANHOLE COVER TYPICAL UNLESS OTHERWISE

APPROVED BY MUNICIPALITY. HEAVY DUTY CAST IRON,

. . " NON—ROCKING FRAME & COVER SUCH AS SYRACUSE

8 30" DA, 8", #1012B OR NEENAH #R1558. "SARATOGA COUNTY SEWER
1 1 DISTRICT # 1” AND YEAR CONSTRUCTED SHALL BE CAST

ON COVER UNLESS OTHERWISE REQUIRED. ALL COVERS TO

8" BE A.A.S.H.T.O. HS20—44 LOADING RATED.
4" To 107 PRECAST CONCRETE GRADE EXTENSION RINGS, 4” HIGH MIN.
—3 10" MAX. INSTALL ON FULL BED OF NON SHRINK GROUT TO SUIT
GRADE (DO NOT USE BRICK).
CONCENTRIC CONE SECTION
2—10" H—20 LOAD RATING
Fol

NOTE:
F’RECAST CONCRETE MANHOLE
S AS MANUFACTUREI
FORT MILLER, OR APPROVED EQUAL

RISER SECTION AVAILABLE
[<—— IN 1"—0", 2'—0", 3'—0", 4'—0"

AND 5' 0" HEIGHTS

e
=

] 4 / PLASTIC STEPS AS

Ja. MANUFACTURED BY
»_lm o M.A. INDUSTRIES [
5—0 | o—mn "

MAXIMUM CONCRETE & REINFORCEMENT AS PER

12" [ ASTM C478—85A.

o—mn
7]'4 12"

DOUBLE BUTYL ROPE SEALENT (TYPICAL)

o—mo

=]
4'—0" DIA.

NEW SDR—21 or SDR—26 PIPE INSERT WITH 24"
PROJECTIONS BEYOND MH. REMOVE TOP HALF OF PIPE
INSIDE OF MH AND INSTALL CONCRETE BENCH TO

APPROVED GRANULAR\
BACKFILL COMPACTED"

f

IN 8" LIFTS TO MIN, = ,-.ll‘._ SPRINGLINE
5% MODIFIED PROCTOR : USE CAST—IN FLEXIBLE RUBBER BOOT PIPE_CONNECTORS
71_APPROX. FOR ALL PENETRATIONS. CEMENT MORTAR SEAL
13wy AROUND PIPE WITH NON SHRINK GROUT OR
NEW_PIPE : AS PER MANUFACTURER’S RECOMMENDATIONS.
F| AS PER PLAN
Y
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EXISTING
PIPE (PVC)

EXISTING
PIPE (PVC)
X

8" MIN.

| | e

| | | MIN | | |UNDISTURBED SUBGI

SET PRECAST CONCRETE BASE WITH 8" PVC PIPE INSERT ON

TRUE LINE AND GRADE WITH EX. PIPE LINE. FULLY BED PIPE

PROJECTIONS, COUPLINGS, AND EX. PIPE ENDS WITH #2 CRUSHED
| | STONE TO SPRINGLINE OF PIPE. CHINK IN HAUNCHING TO SET PIPE.
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—— REINFORCED CONCRETE

| | & INTEGRAL BASE SECTION.
_| | | 12" MIN. #2 CRUSHED STONE SUBBASE ON
—I!
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UNDISTURBED OR COMPACTED SUBGRADE TO
SPRINGLINE OF PIPE (OR AS PER
SPECIFICATIONS)

7\ SANITARY MANHOLE (SC.S.D. #1 (CUT-IN MANHOLE)
U NOT TO SCALE

SARATOGA COUNTY SEWER DISTRICT #1

1002 HUDSON RIVER ROAD, MECHANICVILLE, NEW YORK

P.O. Box 550 Mechanicville, New York 12118 Telephone: (518) 664-7396 Fax: (518) 664-6280




